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SERIE BD / BD SERIES
      Descrizione BD / BD description
      BDL/50
      BDL/56
      BDL/62
      BDL/68
      BDL/76
      BDL/84
      BDL/92
      BDL/100
      BDL/110
      BDL/125
      BDL/140
      BDM/500
      BDM/560
      BDM/630
      BDM/710
      BDM/800
      BDM/900
      BDM/1000
      BDM/1120
      BDH/500
      BDH/560
      BDH/630
      BDH/710
      BDH/800
      BDH/900
      BDH/1000
      Dimensioni BDL / BDL dimensions
      Dimensioni BDM / BDM dimensions
      Dimensioni BDH / BDH dimensions

ACCESSORI / ACCESSORIES

PROFILO AZIENDALE / COMPANY PROFILE

LEGENDA / LEGEND
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VISTA LATO MOTORE / VIEW FROM MOTOR SIDE

LG0

RD0

LG180

RD180

LG135

RD135

LG315

RD315

LG45

RD45

LG225

RD225

LG90

RD90

LG270

RD270

ORIENTAMENTI / FAN ORIENTATION
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I ventilatori centrifughi Tecnoplast sono stati progettati per convogliare fumi e vapori corrosivi, provenienti 
prevalentemente da applicazioni industriali o laboratori chimici.
La caratteristica principale dei nostri ventilatori è la resistenza alla corrosione. Questa particolare proprietà, viene 
ottenuta grazie ad un’attenta selezione delle materie plastiche che offrono le migliori garanzie nella resistenza a 
più elementi chimici.
Abbiamo realizzato una vasta gamma di ventilatori centrifughi, con diverse possibilità di scelta relativa al tipo di 
materiale ed alla modalità di costruzione, in modo da soddisfare tutte le esigenze del cliente. 
Tecnoplast, con più di 40 anni di esperienza, offre una serie di soluzioni di ventilatori centrifughi molto efficienti, una 
vasta gamma di modelli, materiali, rivestimenti ed accessori. 

GAMMA
Tecnoplast ha sviluppato 3 serie di ventilatori centrifughi (VL, DD, BD) che permettono di avere una portata tra 500 
e 150.000 m³/h, a bassa, media o alta prevalenza. In caso di richieste con prestazioni particolari non presenti in 
questo catalogo, Tecnoplast è anche in grado di realizzare ventilatori centrifughi fuori standard.

CARATTERISTICHE COSTRUTTIVE
I ventilatori centrifughi Tecnoplast sono costruiti con materiali termoplastici di primissima qualità, in grado di 
assicurare le migliori garanzie di resistenza nei confronti della maggior parte dei composti chimici. Offriamo un’ampia 
alternativa di scelta per i materiali di costruzione che viene definita in base alle esigenze del cliente.

Tecnoplast centrifugal fans  has been designed for conveying fumes and corrosive vapours, coming mainly from 
industrial applications or chemical laboratories. 
The main property is the resistance to corrosion, achieved with the accurate selection of those thermoplastics 
that offer the best resistance to a wide range of chemicals.
We can offer a complete series of centrifugal fans with several possible choices for manufacturing materials and 
construction mode, in order to fulfill any customer requirement.
Tecnoplast, with more than 40 years of experience, offers a series of highly efficient single-suction centrifugal fans, 
a great versatility of models, materials and features.

RANGE
Tecnoplast has developed 3 centrifugal fans  series (VL, DD, BD) which allow to reach an air flow between 500 and 
150.000 m³/ h, with low, medium or high pressure. In case of requests with specific performances not present in 
this catalog, Tecnoplast is also able to produce non-standard centrifugal fans.

CONSTRUCTIVE CHARACTERISTICS
Tecnoplast centrifugal fans are manufactured with highest quality thermoplastic materials, able to ensure the best 
guarantees of resistance against a wide range of chemicals. We offer several choices of construction materials that 
are defined according to the customer’s requirements.

INTRODUZIONE / INTRODUCTION
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BD

- Portata max: 6.400 m³/h
- Prevalenza statica max: 250 mm/H2O
- Max air flow: 6.400 m³/h
- Max static pressure: 250 mm/H2O

- Portata max: 36.000 m³/h
- Prevalenza statica max: 110 mm/H2O
- Max air flow: 36.000 m³/h
- Max static pressure: 110 mm/H2O

- Portata max: 150.000 m³/h
- Prevalenza statica max: 500 mm/H2O
- Max air flow: 150.000 m³/h
- Max static pressure: 500 mm/H2O

SERIE / SERIES

DD

VL













www.tecnoplastonline.it 13

ESPLOSO / EXPLODED
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ESPLOSO / EXPLODED
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ESPLOSO / EXPLODED
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ESPLOSO / EXPLODED
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PROFILO AZIENDALE / COMPANY PROFILE

LEGENDA DEI MATERIALI
• PE: Polietilene
• PEels: Polietilene antistatico autoestinguente per ATEX
• PEs: Polietilene autoestinguente
• PP: Polipropilene
• PPels: Polipropilene antistatico autoestinguente per ATEX
• PPs: Polipropilene autoestinguente
• PRFV: Poliestere rinforzato con Fibra di Vetro
• PVC: Cloruro di polivinile
• PVDF: Polifloruro di vinilidene 

MATERIALS LEGEND
• PE: Polyethylene
• PEels: Anti-static flame retardant polyethylene for ATEX
• PEs: Flame retardant Polyethylene
• PP: Polypropylene
• PPels: Anti-static flame retardant polypropylene for ATEX
• PPs: Flame retardant polypropylene
• GFRP: Glass Fiber Reinforced Polymer
• PVC: Polyvinylchloride
• PVDF: Polyvinylidene fluoride

Tecnoplast, fin dalla sua costituzione nel 1969, si è specializza-
ta nella lavorazione delle materie plastiche. In particolare, per 
quanto riguarda la ventilazione industriale, Tecnoplast progetta 
e realizza impianti e componenti (scrubber, ventilatori, cappe) 
per l’aspirazione ed il trattamento di fumi acidi e corrosivi. Gli 
impianti realizzati da Tecnoplast trovano applicazione principal-
mente nei seguenti settori: trattamento superficiale dei metalli 
(decapaggio, galvanica); chimico; farmaceutico; tessile.
L’elevata qualità è una caratteristica distintiva degli impianti  e 
manufatti e realizzati da Tecnoplast. Vengono utilizzate solo le 
migliori materie prime presenti sul mercato e tecnologie che per-
mettono di utilizzare stazioni operative all’avanguardia.
La politica aziendale cerca costantemente la soddisfazione tota-
le dei clienti. L’obiettivo del nostro team è quello di offrire le mi-
gliori soluzioni ed assistenza, superando le aspettative del cliente.

Tecnoplast, since its establishment in 1969, has specialized in 
plastics manufacturing, particularly in design and production of 
ventilation equipment (scrubbers, fans, duct), tanks, pumps for 
chemical treatment systems. Our main focus is on solving pro-
blems that manufactures have in dealing with the exhaust and 
neutralization of corrosive fumes and odors in industrial applica-
tions in the metal finishing treatments (pickling, electroplating); 
storage systems and for chemical pharmaceutical industry, and 
textile industry.
High quality is a distinctive feature of the products and systems 
produced by Tecnoplast. We use only the finest raw materials 
on the market. Moreover, technologies adopted allow the use of 
cutting edge operating stations, which help to reduce the pro-
duction costs and increase precision. 
The focus of Tecnoplast is constantly turned to the customer to 
fully understand their problems and their needs. The company’s 
policy, in fact, is constantly seeking to improve value and sati-
sfaction of the customer.




